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§77.107-1

§77.107-1 Plans for training programs.

Each operator must submit to the
district manager, of the Coal Mine
Safety and Health District in which
the mine is located, a program or plan
setting forth what, when, how, and
where the operator will train and re-
train persons whose work assignments
require that they be certified or quali-
fied. The program must provide—

(a) For certified persons, annual
training courses in the tasks and du-
ties which they perform as certified
persons, first aid, and the provisions of
this part 77; and

(b) For qualified persons, annual
courses in performance of the tasks
which they perform as qualified per-
sons.

[63 FR 53761, Oct. 6, 1998]

Subpart C—Surface Installations

§77.200 Surface installations; general.

All mine structures, enclosures, or
other facilities (including custom coal
preparation) shall be maintained in
good repair to prevent accidents and
injuries to employees.

§77.201 Methane content in surface in-
stallations.

The methane content in the air of
any structure, enclosure or other facil-
ity shall be less than 1.0 volume per
centum.

§77.201-1 Tests for methane; qualified
person; use of approved device.

Tests for methane in structures, en-
closures, or other facilities, in which
coal is handled or stored shall be con-
ducted by a qualified person with a de-
vice approved by the Secretary at least
once during each operating shift, and
immediately prior to any repair work
in which welding or an open flame is
used, or a spark may be produced.

§77.201-2 Methane accumulations;
change in ventilation.

If, at any time, the air in any struc-
ture, enclosure or other facility con-
tains 1.0 volume per centum or more of
methane changes or adjustments in the
ventilation of such installation shall be
made at once so that the air shall con-
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tain less than 1.0 volume per centum of
methane.

§77.202 Dust accumulations in surface
installations.

Coal dust in the air of, or in, or on
the surfaces of, structures, enclosures,
or other facilities shall not be allowed
to exist or accumulate in dangerous
amounts.

§77.203 Use of material or equipment
overhead; safeguards.

Where overhead repairs are being
made at surface installations and
equipment or material is taken into
such overhead work areas, adequate
protection shall be provided for all per-
sons working or passing below the
overhead work areas in which such
equipment or material is being used.

§77.204 Openings in surface installa-
tions; safeguards.

Openings in surface installations
through which men or material may
fall shall be protected by railings, bar-
riers, covers or other protective de-
vices.

§77.205 Travelways at surface installa-
tions.

(a) Safe means of access shall be pro-
vided and maintained to all working
places.

(b) Travelways and platforms or
other means of access to areas where
persons are required to travel or work,
shall be kept clear of all extraneous
material and other stumbling or slip-
ping hazards.

(c) Inclined travelways shall be con-
structed of nonskid material or
equipped with cleats.

(d) Regularly used travelways shall
be sanded, salted, or cleared of snow
and ice as soon as practicable.

(e) Crossovers, elevated walkways,
elevated ramps, and stairways shall be
of substantial construction, provided
with handrails, and maintained in good
condition. Where necessary toeboards
shall be provided.

(f) Crossovers shall be provided where
it is necessary to cross conveyors.

(g) Moving conveyors shall be crossed
only at designated crossover points.
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